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Annex 1: Technical Specifications [ Tehniéka specifikacija

RFQ No.:

PSRB-145-21-25-NIS010

Item

No./

Redni
broj

Specification of REQUESTED items [ Specifikacija ZAHTEVANE robe:

OFFERED Item
Required
Naziv
PONUDENOG
artikla*

Specification of OFFERED items
Specifikacija PONUDENOG artikla*

Unit of
Measure
Jedinica

mere

Location for
delivery
Quantity |pesto
Required
Trazena
kolic¢ina

isporuke

Ploter/Kater 54" (polovna masina): Metoda $tampanja/rezanja: Stampanje: Piezo ink-jet metoda/metoda pomeranja medija; Sirina
Stampe/rezanja 1346mm,; Prihvatljive Sirine medija 210-1371mm; Boja cijan, magenta, Zuta, crna; Rezolucija Stampanja Maks. 1440 dpi; Opseg
podesavanja temperature grejaca: Predgrejac: 30 do 50°C; Susac: 30 do 50°C; Brzina secenja: 10 - 300mm/sec; Sila ostrice 30 do 300 df;
Kompenzacija pomaka seciva 0 do 1,5 mm; Brzina Stampe 10.59 m2/h; Interfejs Ethernet (10 BASE-T / 100 BASE-TKS, automatsko
prebacivanje); Funkcija ustede energije; Napajanje: AC 220 do 240 V +/- 10% 50/61 Hz, 4,7 A; Nivo akusti¢ne buke: Rezim Stampanja 64 dB;
Priblizne dimenzije (sa postoljem): 2390x800x1291mm; TeZina (sa postoljem): oko 149kg; Inkjet Stampanje u 4 boje i precizno digitalno secenje
u jednom uredaju. Pogodan za Stampanje i secenje Sirokog spektra aplikacija; Kombinacija integrisanog sistema grejanja i ECO-SOL INK;
Automatski rezac listova; Senzor koji proizvodi zvu¢no upozorenje kada je mastilo pri kraju; Sistem za prac¢enje medija vam omogucava da
snimite izmene medija i izmerite preostale medije; Podesiva visina glave Stampaca; ukljucuje pet odvojivih srednjih priteznih valjaka,
obezbedujudi precizno uvlacenje medija za kvalitetno Stampanje cak i na teskim banerima. / Plotter/Kater 54" (used machine):
Printing/cutting method: Printing: Piezo ink-jet method/media displacement method; Printing/cutting width 1346mm; Acceptable media width
210-1371mm; Color cyan, magenta, yellow, black; Print resolution Max. 1440dpi; Heater temperature setting range: Preheater: 30 to 50°C;
Dryer: 30 to 50°C; Blade force 30 to 1.5 mm; Ethernet interface (10 BASE-TKS); Power supply: 220 to 240 V +/- 10% 50/61 Hz, 4.7 A; Acoustic
noise level: Printing mode 64 dB; Approximate dimensions (with stand): 2390x800x1291mm; Weight (with stand): about 149kg; 4-color inkjet
printing and precise digital cutting in one device. Suitable for printing and cutting a wide range of applications; Combination of integrated
heating system and ECO-SOL INK; Automatic sheet cutter; A sensor that produces an audible warning when ink is low; A media monitoring
system allows you to record media changes and measure remaining media; Adjustable height of the printer head; includes five detachable
middle tension rollers, ensuring accurate media feed for quality printing even on heavy banners.

Pcs/Kom

1 Leskovac

*PONUDACI POPUNJAVAJU OSENCENE DELOVE, U DRUGU KOLONU UNOSITE NAZIV PROIZVODA/BREND, A U TRECU KOLONU TEHNICKU SPECIFIKACIJU PONUDENOG ARTIKLA
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